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This support document is designed to help the economic operators to understand and use the BioGrace

Excel tool. The main questions that arise concerning the tool are presented below, with a link to the

appropriate chapter within this user manual.

If the BioGrace Excel tool is to be used for making actual calculations, then the user shall also refer to

the

Functions of the tool

This chapter details the different ways of using this tool. You
will find why this tool was developed and what it can do.

How does the tool work?

This chapter explains how the tool is designed and the general
principles of the calculations.

How to understand and pilot the results?

This part describes how the result module, in head of each
pathway, works. It also explains how to choose between
disaggregated default value and actual default value.

How to deal with inconsistencies?

This part gives information on how to find and how to cope with
revealed inconsistencies in the calculations.

How can I use the tool to understand the
default values?

How can I use the tool to calculate my own
actual value?

How can I create a new pathway with the
tool?

These chapters allow you to make the best use of the tool
depending on your personal objective.

How to use the LUC sheet?

A step by step tutorial may help you to declare a land use
change in one of your pathways.

How to use the Esca sheet?

Information about “Improved agricultural management” can
help you take into account carbon stock changes related to
improved practices.

How to use the N,O emissions IPCC sheet?

A step by step tutorial may help you to calculate the N,O
emissions of your pathway.

Why was there a need for the BioGrace

You can refer to this chapter if you want more information on

project? the context of the BioGrace project.
Glossar This section provides you with the definition of the specific

wording used in the tool or in this document.

! Please find the

separate document on the BioGrace website.

document as part of the ZIP file BioGrace GHG calculations - version 4c or asa
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1 Functions of the tool

Access and understanding of biofuel GHG calculations should be available to all involved or interested

actors; this can cover a very large and diversified public. For this reason Excel was used to set up the tool.

This user manual gives insight on how to understand and use the BioGrace Excel tool that is available
through the website www.BioGrace.net. In fact, the tool (one file) contains two versions, which are:
(1) BioGrace Excel tool - version 4c for Compliance

(2) BioGrace Excel tool - version 4c for Testing

The only difference between these two versions is that in the version for Compliance the “track changes”
is turned on, whereas in the Testing version it is turned off. The “for Compliance” version can be turned
into the “for Testing” version by pressing on the orange button “Track changes”. This user manual is

about both versions of the tool, and with “the tool” reference is made to both versions of the tool.
Three main functions have been identified when developing the tool:

1. Give details on RED default value calculations: the calculation sheets have been developed to
detail the exact and comprehensive methodology applied to established default values of the

Renewable Energy Directive.

2. Adapt existing pathways for actual value calculations: adapting some of the input numbers of
the calculation sheet allows easy and RED compatible own actual value calculations. It is also
possible to add your own standard values (or conversion factors, see the final glossary in chapter
8) in the calculations (for example, adding a specific chemical input). The tool can also be used to

estimate the contribution to total GHG emissions of any process or any improvement actions.

3. Create a new pathway; next to the two main functions, it is also possible to create a whole new
pathway within the tool. Some advice on how to do this is given at the end of this tutorial.
However, the tool does not offer user-friendly functionalities for this function; the user shall first

have obtained a thorough understanding of the tool before being able to create a new pathway.
Each function is described in more detail in their specific chapters.

General information about the tool is given in the following chapter before detailing how to use the tool

for the functions mentioned above.


http://www.biograce.net/

2 General presentation of the tool

2.1 First and fast navigation within the tool

The tool is organised in several excel sheets.

The first sheet, “About”, explains some of the vocabulary and calculations allowed by this tool.

The second sheet, “Directory”, shows all the links to the excel sheets with explicit names; for instance,

“FAME from rape seed” is linked to the “F-Rs” sheet.

wwaw.nograce.net

Directory of pathways

1 Ethanocl from sugar beet 15 HYO from rape seed

2 Ethanol from wheat iprocess fuel not specified) 16 HVO from sunflower

3 Ethanol from wheat (lignite CHP) 17 HYO from palm cil

4 Ethanol from wheat (natural gas steam boiler) 18 HVO from palm oil imethane

5 Ethanol from wheat (natural gas CHP) 19 PVO from rape seed

6 Ethanol from wheat {straw CHP) 20 CMG from biogas from MSWVY

7 Ethanol from corn 21 CMG from biogas from wet manure
& Ethanol from sugarcane 22 CMG from bisgas from dry manure

9 FAME from rape seed

10 FAME from sunflower

11 FAME frem soybean

12 FAME from palm oil

13 FAME from palm oil {imethans capture)
14 FAME from waste vegetable or animal oil

Calculation of direct land use change (LUC)
Calculation of Improved Agricultural Management

About

_ Standard valnes e S . el I e T ML B
b #{ About | Directory LUC ~Esca . E-S5hb .~ E-Wt (not.spec:} " E-WE (Lign-chp} .~ E-WE (NG-b} .~ E-WE (NG-chp)

|

After these generic sheets, the user can find several calculation sheets dedicated to one precise aspect of

the calculation:
e LUC assesses the GHG impacts of possible Land Use Changes,

e Esca for carbon stock changes due to improved agricultural practices.



¢ N,O estimates N,O emissions in accordance with the IPCC methodologyz.

The user will then find the pathway calculation sheets. These sheets contain all the input numbers and
results for all the pathways in the scope of the tool, with one sheet per pathway, in the most transparent

way possible. The following example shows how a calculation sheet is built.

| e | About | Directory B
1 £l E
2 Production of Ethanol from  Sugarbeet {steam from NG boiler) ¥ersion 4 - Public

Mlgcatio  Allocated Default values Allocation factors Emission reduction
results RED Annez ¥.0 Ethancl plant . Fossil fuslreference [petral]  »
Summary Of 12 T13% toethanol 838 gCO,, M=
L 28,74 to Sugar beet pulp GHG emis=ion reduction :
the Results 26 52 .
2E.4; -
- 2 N
1: _Tran'sport of sugarbeet Caleulations in this Ezcel sheet__ u
& Transpart of ethanol A : e []
2 Filling station ol o Do @ eno Tl gy 25 given i »
- e i 5 2008 26/E Cand ME0EC .
- ANt e change-ta gDIIOW JEC CAICUIA TONE DY USING GWE -
LWe...+e. se. walugs 25 Tor CH4 and 238 for N20 u
u
1E Totals Az exphiined in "About” under "Inconzistent use of GwP'z" &
‘When uging this GHGE calculation tool, the BioGrace calculation rules must be respected. :
Calculation per phase Track changesz: OFF The rulez are included inthe zip file in which you downlaaded thiz toal. The rules are also available at waw BioGrace net n
bl Allocation Total emission before allocation: qCO;,., f Mg, 54,30
[l over main- and hyproduct
74 missions up to and including this process step: 54,300 gCO0;,,, ¢ M. per kg ethanol
75 : zin product: Ethanol Energy contentn)er ELJ sugarbeet] 0,544 (] 3872 gC0:,, ! Ml 900,
i ,’ Co-product: Sugar beet pulp = Bnergycontent 0,219 [ 1558 gCOy,., f Mlea
T & " Thtal: 0,762 [
73 1 otal emission after allocation: gCO;,, § Mden 3872
) °
Tieionits @l = u Calculations
p bf etl.anc to and from depot Cuantity of product Calculated emizsions .
input data . Ethanol 1000 Mera f M. ® | = 152544,1 MUgiy,e bz year? Emissions per MJ ethanol per kg ethanol| using
-
[] s = 0,544 P B it - gC0o; gCH, gh:0f gCO;, ., gCo;,.,
- L o 3k standard
a5 = Truck for liquids [Diesel] 300 [km il 0061 ton kim et apel 033 000 ooof - 039 2654 values
25 L Fuel Diesel "
&7 : n|m
a3 5 Energy cons. depot : =
i) ®  Elegtrigity EU mis LY 00008 1 MUEw .. u : 0,10 0,00 11,00 0.1 23z
an Result gCOz., { Mden 110 29,46
= = - - S ha e
M4 b M| About” P EUEAdn Tangement " Dretiony o LhC - Eecd - N20 Bhisdcns e L Bwbt BN et S " M B E lign-chp) E-wi (I
Drdt l=F3

= For each pathway, calculations are presented in the same way:

‘Quantity of product

u Rapeseed 1000 WMl i et TIATE Mlp,..ahatyeart . Emissions per MdJ FAME

. i A0 P Mg B B gC0,  gCHe g0l
L | - A - = .

u Energy consumption u : : [

3 Diesel 0.00018 P, =|I= 0 = Toom” oom” omo
% Electicity EUmis LY 0,00308" MU, -l = " ooe”  om” oo
L == = " Towal” 0677 000" oo0
u u|y s "

u u . "

5 “““ | -'_ .“’ . ““‘
‘-“‘ w® ok ’
Input Data Intermediate Calculation or GHG calculations and Results in another unit
Information results And other input data

The two last sheets: “user defined standard values” and “standard values” present the generic data

necessary for the calculations.

% See the document for explanations on why this model is recommended.



The “Standard values” sheet refers to conversion factors used for the calculation of RED default values.
Their main data are GHG emission coefficients, which are the emissions of the main GHG gas associated
with 1 kilogram inputs (N-fertilizers, chemicals, etc.). It also contains other data necessary for the
conversion steps of the calculation: Lower Heating Values (LHV) for fuels and energy products, fossil
energy inputs, fuel efficiency for transport, etc. These data are also to be used in case the user creates a

new pathway.

-~ L U L 1 o] 1l I a e

1 1

2 1

3

Sl parameter: GHG emission coefficient
Ll unit: gCHuo/kg gN;O/kg gCOi./kg gCOf/M] gCHJ/MI gh
[

| |

§ | |Global Warming Potentials (GWP's)

o] co, i

i CH. 23

12| M0 L..2968

13

14 Agro inguts

15 | M-fertiliser (kg M) 5880,6
16 | F.C-fertiliser (kg PO 1010,7
17| KC-fertilizer (kg K.C) 576,1
I8 | CaQ-fertilizer (kg Cag) 129.5
19 Pesticides 109713
0 | Seeds- corn 0.0

i | Seeds- rapeseed 729,89
2| Seeds- soy bean 0.0
3 Seeds- sugarbeet 3540,3
24 Seeds- sugarcans 1.6
15 | Seeds- sunflower 729,9
% | Seeds- wheat 275,58
&4

™
i

| |Residuss (fe
n SR
4 b M| CHSF

stock or ingut)

H-PO . H-Po (CH4 capt) , P-Rs . CNG-OW . CNG-wM _~ CNG-dM - User defined standard values | Standard values

-

The “user defined standard values” sheet is provided in case the user wants to use conversion values
that are not included in the list of standard values (see section 5.1 detailing how to use the tool for this
specific use). Please note that BioGrace has formulated rules on when own standard values can be used,

these rules can be found in the

2.2 Colour-coding of Excel cells in calculation sheets
Generalities: The tool is built on a very simple colour—code for cells.

e White cells are used for input numbers. The existing values are the ones used for the RED default

value calculation. These cells can be changed by any user to test or adapt any pathway.

e Qrey cells are used for calculations and information that shall not be changed (except when
adapting a pathway by adding new inputs or modifying the standard value called (see the section

on how to modify or add an input)).
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e Blue cells offer calculation results for a module or for an aggregation of modules.

Please note!: in case a calculation is made that will be used to show the GHG performance of a
biofuel as part of fulfilling the sustainability criteria of the RED or FQD, the “for Compliance”
version must be used. In this “for Compliance” version the “track changes” is always turned on. This
will cause that a change in a cell will be marked by a yellow background-colour and a red box around
the cell. This helps to keep track of changes from the original document which will be helpful for any

certification supervision of any actual value certification.

2.3 Comments

Comments have been attached to some cells. Comments appear with the usual format of Excel comments,

as a small red triangle in the right corner of the commented cells.

These comments are helpful to understand how the calculations for the RED default value were made.

2.4 How GHG calculations are made within this tool
2.4.1 General principles
The RED Directive and the calculations in the BioGrace Excel tool follow a Life Cycle Assessment

(LCA) perspective to evaluate the GHG emissions of one MJ of fuel. This means that:
* The functional unit is here “the production and use of one MJ of fuel”.

* All life cycle steps from biomass production to fuel use are taken into account. Each step of the life
cycle is presented in the calculation sheet within a dedicated module representing one step in the

biofuel production pathway.

» For biofuels, the use phase bears no emission of GHG as the CO, emitted is biogenic (and the CH,

emissions occurring when burning a fuel are insignificant and fall under the cut-off rule).

* A module gathers the inputs' consumptions and calculates the emissions of the three main gases
contributing to climate change (CO,, CH,, and N,O). Details of the contribution of each gas in the
results are presented in the last step of the calculation in order to have a high traceability of the

contributions as required in the ISO norm.

* GHG emissions of each module are then summarised to obtain the GHG emission of the whole
pathway. Details of the modules aggregated under each of the RED defined step are given under 2.4.3

Result module and general information.
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* Detailed calculation formulas can be seen by clicking each cell in the sheet. Methodological rules can
be understood from looking at the formula calculated. All the different rules cannot be defined here.

For more details, please refer to Annex V.C of the RED directive, and to the

2.4.2 Presentation of a module
A module contains the following data (please refer to the previous picture for visual example):

Input data: the left hand side shows the main technical information of the process step modelled in the

module.

e Names and quantity of inputs, of yields, etc, are given here. Three main types of input data are

listed in the module :

o Yield of the step, using the appropriate unit. These yields are given for the main product,
and also for all the existing co-products. No co-product mentioned means that this step

doesn't have any co-product.

o Energy inputs with for instance electricity or steam consumption. Steam consumption
can be detailed in a calculation showing how the conversion plant generates the steam,

the fuel input and possibly the electricity output in case of a CHP.

o Result from previous and partial GHG calculations, it enables to make GHG
calculations for part of the biofuel pathway and — after verification — use these values as

inputs in a new calculation for the rest of the biofuel pathway.
o Other inputs such as chemical, transports, etc.

e Units: this is the key information to take into account. Beware that the units are often given per

MJ of products.

Intermediate calculation information: some relevant information is given in the central part of the
module (columns E, F and G). They are helpful to give easier understanding of some calculation stages.
They can also provide intermediate calculation useful for further part of the tool. In this example the

quantity of product (in MJ) per hectare and intermediate yields data appear.

GHG Calculation: the right side of the tool is the calculation part. The global warming potentials for the

three main gases are taken from the "Standard values" sheet.

Results: are given in the bottom of the module in blue cells. The unit is also given in order to easily keep

track of it.



Info: the last column offers results or intermediate data in a more easy-to-manipulate unit (in general, g

CO,¢q per kg of wheat or per kg of biofuel).

Caillnataed AMSSons

Cuiandiyy of proGuci

1 Rapeseed 1,000 Ik pracri F R s . FIATE W, b3t geart = . Emissions per MJ FAME

3 H 1000 B Mg L g0 gfH,  ghkd
] Energy consumprion . i

5 Diesel : 000018 | MJETA; = - " oo0a”  om” oo
. Electiicity ELmis LY 0,00308" M s = JE " oos”™  om” oo
. . = JTota” 067" 000" 000

Result gCO;,. I Mdrane E L
-------: “““‘IIIIIIllllllllllll-lll“Ill:. ”"IIIIIIIIIIIII. .-----E “"‘qll-------------ni-l:.‘.,------.l
-‘“ -" .“ LY
Input Data Intermediate Calculation or GHG calculations and Results in another unit
Information results And input data

Some modules dealing with specific issues can be found at the bottom of each calculation sheet. Indeed,
some agricultural practices or local conditions also need to be taken into account within the RED
methodology, for instance no tillage, or carbon storage due to straw incorporation into soils. Issues like
"Land-Use-Changes", "CO, storage", "Improved agricultural management", have been added to
specifically address and take into account these subjects in each calculation sheet. Another specific

module, containing allocation calculations, is described in the following section.

2.4.3 Result module and general information

2 ] [ E I F [G H i ]

from Qil Palm (process not specfied) Version 4 - Public

=m

Emission reduction

Fossil fuel reference [diesel]
538 gCO,, MM

Allocation factors
results Factor results .| Extraction of oil

95,2 to Palm oil
4,85 to Kernel meal

Non- allocated Allocation Allocated

GHIG emission reduction
303

_Ext:ractlonofan -
™ Hudrogenation of vegetab

Calculations in this Ezcel sheet__

=7 N Folloue i
C\‘recﬁ'ves 200928 EC and ZUU%UJ’EC
La"d i Cnne o) : 1 1ollow JEL calouiations by uang Ly
Capa ¥ Cgar ¥ Cous 3 .| . o wmlues 23 for CHY and 298 for H20
61 i : 5 explained in " Abiout” under *Incongistent use of Gw/P's"

" hen uging thiz GHG calculation tool, the Biol:‘i.a;e-clculation rules must be respected.
" Calculatwn per N?ase - Track changes OFF Tohe IUES are included in the zip file inwhich a:vu duwnloadi:l thiz tool. The rles are also available at www BioGrace.net
LT 7Y S EBERE L]
T o° ‘. o " LEEEEETY REEELEEEEEELE L
ue® *u .= " Yo, a
’ - - w *
| 1 / oy
Detailed Track change Global RED default General
results button Results to use values information

The first lines of each Excel sheet present the results synthetically for the pathway calculated in this Excel

sheet. It is made of 4 main parts:

10
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Detailed results: this first part gives the step by step results before and after allocation. The aggregated
results given by white text correspond to the one given in Annex V of the RED (see the box below).

Several calculation modules can contribute to each step.

C. Methodology

. Greenhouse gas emissions from the production and use of transport fuels, biofuels and bioliquids shall be calcu-
lated as:

Ese tete, ey te, —€,— € —€ ¢

(2= (<=4 ee!

| Direct land-use change ||::> € €

| Cultivation | ——> € » €ec

| Transport raw material | I:m’ €5ca

| Processing step 1 | ———> € ~

|Transp0rtintermediate productl —— etd Pl eep

| Processing step 2 | > € — o

| Transport biofuel | > €y “
Filling station > €y

Global results to use: the first column of this part gives step by step actual results calculated for the
present Excel sheet. The second column, column F, is very important to calculate final GHG emissions
for this pathway. It enables using a mix of both disaggregated default value and disaggregated actual
values. The box at the end of this paragraph of the user manual highlights this aspect.

RED default values: Column H gives a clear and direct comparison with the default values taken from

RED, Annex V, part D and E for the same biofuel pathway.

General information: this part brings important information to the user. The main one is the GHG
emission reduction achieved with this biofuel pathway as compared to fossil fuel. This data is to be used
to show that the sustainability criteria on GHG savings® are met (or not). Allocation applied for the

calculation is also highlighted (in percentage for the concerned step) as an important parameter in the

3 set up by article 17, point 2, of the RED

11
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result. A last box offers the possibility to change the Global Warming Potential in order to cope with the
revealed inconsistency on this topic (for more information, please refer to 6.4 Inconsistency in use of

global warming potentials and to 2.3 Comments).

Please note! : You will find in column F of the result module very important checkboxes. They are
here for implementing the possibility left by article 19, 1, ¢) of the RED, to assess GHG emission
from a mix between disaggregated defaults values given in Annex V, part D or E, of the RED, and
disaggregated actual values. The “A” of the checkbox list means that the value used for this step in
column E is coming from the Excel sheet actual calculation. The letter “D” means that the value used
for this step in column E is coming from the RED disaggregated default value (presented in column

H).

For instance, if you want to use for the cultivation step e,. the disaggregated default value of the RED
and only for this part, than you shall choose the letter “D” from the checkbox list of line 6. The letter
on lines 8 and 10 of the same column F shall stay positioned on “A” to get back actual values

calculated in the modules below of the BioGrace Excel tool.

Please, also refer to BioGrace calculation rules for more explanation on the methodological rules for

applying such possibility.

2.4.4 Allocation modules
Allocation calculations to divide GHG emissions to the main product and co-products are done in specific

modules, as illustrated by the example below.

In the tool, allocations are applied right after the module where the separation of co-products takes place.

Allocation Total emission before allocation: 9 COyeq / MIEthano!
over main- and byproduct

Emissions up to and including this process step: 89,19 g CO3 eq / MJethanol
Main product: Ethanol Energy content (1 ton) 26 810 MJ 53,08 g CO3 eq / MJethanol
By-product: DDGS Energy content (1,14 ton dry matter) 18 240 MJ 36,11 g COz,eq / MJgthanol
Total: 45 050 MJ
Total emission after allocation: 9 COyeq / MIEthanol

The emissions of processing steps up to this separation point are split based on the energy contents of

products. The energy content of products can be found in the "Standard values" sheet, column O.

Energetic allocations are calculated from energy content of products, multiplied by their specific mass.
This energetic part of the product leading to the biofuel is multiplied by the total result obtained up to this

point to get the "after allocation result".

The formula is hereby detailed for ethanol from wheat:

12
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Total emission after allocation {1}

Ethanol energy content [3]

Total energy content (ethanol + DDGS) {4}

= Total emission before allocation {2} %

Units used:

{1}: g CO2.e/MIEthanol
{2}: g CO2.e/MIthanol
{3}1: MJ

{4}: MJ

In the box in the upper right corner of the excel sheet the calculator allocation factor is given, see the

example below.

Ethanol plant
59,5% to ethanol
40,5% to DDGS

2.4.5 Units used
A major point of attention is that the tool is designed with all the data associated to specific units.

Therefore, to avoid any calculation errors, changing units is not permitted; instead the user shall
convert his/her data collected into the units that are used in the tool. For each input consumed during
the life cycle, the quantity of input is converted in the quantity needed per MJ of biofuel. This quantity is
then multiplied by the global warming potentials for CO,, CH4 and N,O which results in CO,-equivalents.

2.4.6 Specific calculation points to be known

Yield Yield Emissions per IJ ethanol per kg wheat
VWheat 5208 kgha'year” 76 587 Mlypes ha' vear” g CO: g:CH; aM0 | gC0: 4 gC0z
Moizture content 13,5% 1,000 WIS Miea: s

By-product Straw 2 143 kg ha'! year’ 0:128 Koot M

Energy consumption

Diezel 3717 (M hal year? 8,01 0,00 0,00 8,01 52,54

Agro chemicals

| =R 123,42
| KuO-fertiiser 16,4 kg K20 ha year” 0,22 2,00 0,00 0.23 1,31
| P.O.fertiliser 21,6 kg P.0. ha" year 0,51 2,00 0,00 0,54 430
: Pesticides 2,3 kg ha'l year’ 057 0,00 0,00 0.5 292

In this example, the agro chemicals needed for the cultivation step of wheat are shown on the left, in kg
per hectare and per year. On the right part the emissions of greenhouse gas per MJ of ethanol are

calculated, using conversion formulas in the cells.
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This calculation relies on the match between the name of the inputs (“N-fertiliser”, “K,O-fertiliser”, etc.)
and the names in the “standard values” sheet. Excel formulas are used to call the right GHG emission
coefficients for each input (formula “VLOOKUP” in English*). It is therefore very important to use the
appropriate name of input/output if one changes an input value in the calculation sheets. For instance, if
the user wants to use an own standard value, this value has to be created in the “user defined standard

value”, and the same name must be used in the calculation sheet.

2.4.7 Details about N,O calculation
N,O field emission data for default values of non EU-imported crops are derived from calculations

carried with the DNDC model. This model takes into account direct and indirect emissions. Average EU
data have been used for each crops, type of soil, climate, etc. For more detail on these calculations, please

refer to the JRC documents’. For imported crops a modified IPCC tier 1 methodology has been applied.

For the implementation of new pathways or in case of calculating actual values for cultivation (for which
all the input numbers for cultivation have to be replaced, this is one of the calculation rules), one of the
methods laid down in the IPCC guidelines for National Greenhouse Gas Inventories, Volume 4, Chapter

11(2000), tier one, two or three shall be used.

* or “VERT.ZOEKEN” in Dutch, or “RECHERCHEV” in French language respectively

> Linking an economic model for European agriculture with a mechanistic model to estimate nitrogen and carbon losses from
arable soils in Europe, A. LEIP & al, JRC, Biogeosciences, 5, 73-94, 2008
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3 Function 1: using the tool to have details on default value
calculations
The BioGrace Excel tool makes transparent how the default values of the RED were calculated. For each

pathway of production, a dedicated Excel sheet presents the details of the default value calculations.
The list of the pathways can be found in the “Directory” sheet with links to each pathway excel sheet.

All the necessary input numbers are presented per phase on the excel sheet: cultivation step, handling and

storage of the biomass, transport to plant, plant, transport to depot and filling station.

The same framework is used for all pathways:

Production of Ethanol from Wheat (NG steam boiler)

Total

Summary of ('
the Results

028 ko,

Inputs and ///
input data '

S S Py Ry Py oy gy Ry iy Ay

oot 1,00 s, M

Calculations
00004 MU MbnL 1
\ using
\
7 standard
Wheat 998 Myt Mt 1 1 TR0 Euh Lot bt St 4
s , values

11
5 43 e b L)
Foul Diseat 1

— - ————
™™™ TN

dard values ¥ Il

The calculations are presented step by step, following the well to wheel approach.

Looking in detail at this calculation sheet gives a lot of information on how the calculations were made
and on how the RED methodology was applied®. For instance and without being exhaustive, you can find

detailed information on the following issues:

e Which steps and inputs have been taken into account in the RED default value calculations:

% And in some cases, the inconsistency between calculations carried out for default value and RED methodology.
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o The different steps encompassed and the way they are modelled (has the drying of corn

been taken into account in the RED default value? etc);

o All the different inputs taken into account for the calculation (and conversely, one can

deduct the inputs not taken into account);

e Input quantities taken into account, for instance yields (for cultivation and processing steps),
energy consumption, chemical consumption, co-product production, etc. It is possible to click on
each cell in order to see if the number is a raw data figure or if it is a calculated value (the

formula is then visible);

e Standard values used for calculating default values, like LHV, the GHG emission for

producing one kg of Hydrochloric acid, etc ;

*  How energetic allocations are made (see the allocation module for this as well as the

calculation rules);

*  How energy surplus is taken into account (see the energetic calculation in each pathway with

energy surplus for detail examples);

 Intermediate calculations, in column E, where all the yields are expressed in ha”.year” and in

MJ of biomass input (wheat, etc.);

*  GHG emissions as calculated from the input numbers, in columns H, I and J, respectively for

COz, CH4 and Nzo,

e The difference between typical and default value: this difference is achieved by multiplying

the input data of the biofuel processing step by 1,4;

e Specific emissions calculated in modules at the end of each excel sheet: annualised emissions

from carbon stock changes caused by land use change, CO, storage, etc;

e Total emissions before and after allocation. The formula used for allocation can be found by

clicking on the cells of “emissions after allocation”.
An overview box, summing up all the results, can be found at the beginning of each Excel sheet.

In order to compare the calculations with the “RED values”, the Global Warming Potentials 1 for CO,, 25
for CH, and 298 for N,O must be chosen (see paragraph 6.4 for details) as the RED default values were
calculated with these Global Warming Potential. For most of the 22 default values as listed in RED
Annex V, the corresponding calculation in the BioGrace Excel tool gives a result that comes very close
(deviation less than 0,1 g CO,./MIJ) to the value calculated to derive the RED Annex V default value.

For a number of reasons, there are larger deviations up to several g CO,/MJ for 5 of the 22 pathways:

16
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Ethanol from corn, FAME from waste vegetable or animal oil and the three biogas pathways (biogas from
organic municipal waste, from wet manure and from dry manure). We expect that these differences will

disappear in the future after the update of RED Annex V and the following update of the BioGrace Excel

tool.
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4 Function 2: Adapting pathways to calculate an actual value

The BioGrace Excel tool allows economic operators to adapt the default value calculations for available

pathways. It could thus be used for setting up calculations of its own actual value.

The following chapters give a step by step tutorial on how to adapt an existing pathway for several

situations:
¢ Changing input data;
e Using the result from previous and partial GHG calculations;
* Adding specific standard values for existing inputs;

e Adding new input in the process.

4.1 Modifying input data only

Calculation sheets of the BioGrace Excel tool allow economic operators to calculate an actual value for
existing pathways. This adaptation can be performed by changing the input values in the appropriate

calculation sheet.

You should first take notice of the document which includes a specific chapter
"Use of starting values in the BioGrace Excel tool". Complying to these rules, you can modify the value

of all white cells.

On each of the Excel sheets for the biofuel production pathways you can find (on the left, near the top of
the sheet under the results) an orange “button” which is named “Track changes: ON”. You can click on
this button to change it to “Track changes: OFF”,

When track changes is on, this will cause that a change in a cell will be marked by a yellow background-
colour and a red box around the cell. This helps to keep track of changes from the original document

which will be helpful for any certification supervision of any actual value certification.
Please note that:

1. In case a calculation is made that will be used to show the GHG performance of a biofuel as part
of fulfilling the sustainability criteria of the RED or FQD, the “for Compliance” version shall be

used in which “track changes” is always turned on.

2. Once the button “Track changes” has been pressed and the Track changes has been turned off
(and simultaneously the version has changed from “for Compliance” into “for Testing”), this
cannot be undone as, in contrast to previous versions of the Excel tool (version 4b and before) the
button will be deactivated after pressing it once.
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Specific attention has to be paid when the input numbers are available in a different unit. The new value

has to be expressed in the exact unit mentioned in column D. Please, also check the obtained result for

any error or inconsistency.

4.2 Using the result from previous and partial GHG calculations

Calculation sheets of the BioGrace tool allow that GHG calculations are made for part of the biofuel
pathway and are used as input in a new calculation for the rest of the biofuel pathway. These inputs can

take into account individual or multiple steps. Previous and partial GHG calculations that are used for

input into BioGrace shall also have been made using BioGrace.

Specific calculation rules have been written in the document BioGrace calculation rules. These rules shall
be followed while using the result from previous and partial GHG calculations.

General information and requirements when doing such modifications:

These results of the previous calculation shall be expressed in g CO,.q per kg of feedstock

(including moisture) or in g CO, ¢, per kg of raw vegetable oil.
Changing such a value will overwrite all values and calculations in that step.

Changes shall be done also in the result module at the top of the sheet in order to make the

modification more transparent.

There are two different kinds of values that can be entered:

One or more unallocated results for individual steps, like cultivation and/or transport and/or the

oil mill ;

One result for multiple steps, like cultivation plus transport or like cultivation plus oil mill.

For each type of values specific modifications are needed in the pathway. The practical modifications

needed are explained below followed by one example for each type of value.

1.

One or more unallocated results for individual steps
Step 1: Result(s) for individual step(s) shall be entered in the cells with white background colour

in column N for the corresponding step.

Step 2: In the result section of the pathway, use the drop-down selection in column E to select
“individual result from a previous calculation”. This causes the result line(s) (rows A-G) for the
individual step(s) in question to become orange-coloured.

One result for multiple steps.
Step 1: One combined result for more than one step shall be entered in the cells with white

background colour in column N for the last step in the combined result (so the combined result

for cultivation plus oil mill is put into the result in column N for the step “Extraction of 0il”).
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Step 2: In the cells with white background colour in column N for the previous steps that are

included in the combined result, the value “0” shall be entered.

Step 3: In the result section of the pathway, use the drop-down selection in column E to select
“combined result from a previous calculation”. This shall also be done for all the previous steps
included in the combined result, causing the result lines (rows A-G) for these steps to become

orange-coloured.

Step 4: If a co-product is formed in one of the steps included in the combined result, then in the
BioGrace Excel tool the allocation factor for this step shall be set to 100% towards the main
product and 0% to the co-product. This shall be done by entering the value “100” for the related
factor placed into the “Allocation factors” box which is situated on the top of the sheet at the right

of the result section (in practice this is always cell J6).

Step by step example : for one or more unallocated results for individual steps

This example explains how to use the result from an individual calculation for “cultivation of rapeseed” step in the
FAME from rapeseed pathway in the BioGrace calculation tool. The unit of the result provided is in g CO, ., per kg of
rapeseed. This could happen in practice to a company responsible for drying rapeseeds, which receives rapeseed for
which a calculation has already been made and verified. Please note that in this example there was no land use change
and no improved agricultural management. In case of land use change or improved agricultural management in step 2
“combined result from a previous calculation shall be put in cells E7 and E17 or E18 (the example after this one will
include land use change).

To use the result of the individual calculation for “cultivation of rapeseed”, the following steps must be performed:
o Step 1 : The result for the “cultivation of rapeseed” step shall be entered in cell N44.

b= Cultivation of rapeseed Quantity of product Calculated emissions _
24 i Yield Yield ) Emissions per MJ FAME per kg rapeseed per
25 Rapeseed 3143 kg ha year” M 73675 Mlaspesacs ha year? gCO; gCH, gh0 |gCOs. gC0; .,

26 Moisture content 10,0% . 1,000 K !'M.lem

27 Co-product Straw nia kg ha? year! r 0,073 KiiumpesceaMJcnne

28

29 Energy consumption . . o) .

30 Diesel 2963 MJha' year! " oewr™ om” 000l o7 [ ‘g3.40[

31

3z Agro chemicals

a3 N-fertiizer (kg M) 137 4 kg M ha vear” " 908"  ooz” ooz sas| [ 258,57
34 Manure 0,0 kg Nha'year! " ooo” 000" oopoaf oo [ o.00]
S CaO-fertiliser (kg Ca0) 19,0 kg Ca0 ha' year’ * pos” o00” ooof  oos [ o8
% K:0-fertiliser (kg K:0) 49,5 kg K0 ha' year” " oos2" omo” ooof osr| [ g.15[
ar PLO.-fertiliser (kg Pi0:) 33,7 kg P-0. ha year’ T 07 " ono” o000 og0 [ 10,93[
28 Pesticides 1,2 kgha year” f a2 om” ool o032 [ 433f
)

40 Seeding material

41 Seeds- rapeseed 6 kg ha'lyear! ¥ ppe” oo” o000 oq0| [ Sd
42

43 Field N0 emissions 3,10 kg ha' year’ 000 000" 007 2146 [= = — —25480f —
44 Field N-0 emissions can be calculated in the sheet Total” 16927 0037 040 4835| 1|550 7!
45 NZ0 emissions IPCC 1 ]
45 Result 900y M e 0,00 [l

o Step 2 : In the result section at the top of the pathway, the value in cell E7 shall be put to “individual result from
a previous calculation” using the dropdown list. The line becomes orange-coloured.
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Actua Default values
Defa RED Annex V.D
A |-

Indivicual result of pref < jus calculation

5 |Overview Results

4 4 0 0 dl 0 0 0

5 ] ? T

6

17_[Cultivation of rapeseed 48,35 " 58,6% 28,33

g segddryimg— —— "~ "~~~ — o7z "~~~ FBEEY%T T~~~ 0Ar T~
N Proce g e,

10 [Extraction of oil i 6,50 " 58,6% 3,81
1 [Refining of vegetable oil 1,06 " 95,7% 1,01
12 [Esterification i 17,51 " 95.7% 16,75
13 A DO

14 |Transport of rapeseed 0,30 " 58,6% 0,17
15 |Transport of FAME 1o.depi' 047 100,0% 0.47
16 [Transport to filling station ~ 0,80 100,0% 0,30
17 and 2 dandje e D,0 6% 0,0
18 f=1s O [.0 00.0% 0.0
19 R D, 0 00,0% 0.0
20 | Totals ’ 75,7

I

Step by step example : for one value including multiple steps

This example explains how to use the result from an individual calculation for all the emissions that occurred from “land use
change” and “cultivation of rapeseed” step until the “Extraction of 0il” step (also included), in the FAME from rapeseed
pathway. The unit of the result provided is in g CO, ., per kg of oil. This could happen in practice to a company which
refines vegetable oil in order to produce a biodiesel. For that, the following steps must be performed. In this example, also
land use change was included in the previous calculation (see second figure below). (If land use change was not included in
the previous calculation then the result line for land use change shall not be made orange in step 2 below).

o Step 1: The value must be put into the result in column N for the step “Extraction of oil” (i.e. cell N87), since it is

the last step in the combined result.

70 Quanti
71 Yield

72 Crude vegetable oif 0,6125 Mlog) Mlaspesees

of product

44 861 Mg, ha' year!

Calculated emissions
Emissions per MJ FARME
g CO: gCH, g0

.g- CO:.eq

73 [Co-product Rapesesd cake

?5 Energy consumption
7€ Electricity EU mix MV
77 Steam (from NG boiler)

78 NG Boiler

>

0,3875 Wrapsea sses | Mdriscend]”
F

" 0,018 M/ Mo

0,0557 M./ Moy

TS CHy and NoO emiggions from NG boiler

20 Matural gas input/ MJ steam I

Matural gas (4000 km, EU Mix "
&1 |quality)
82 |Electricity input / MJ steam
83 | Electricity ELl mix MV %

25 Chemicals
26 'n-Hexane

1,411 [ W M g
0,062 MJ/ WMo

0,020 M/ MJ pioam
0,007 M/ Moy

0,0043 M7 Moy

D606 M L Mngsied s
0,029 kgl Meae

F

E n‘;issions from N G. boiler

F

Total "

Result

147"
noo"
r

4,08

014

036"

6,067

g

0,00

no0"

r

0,00
0,027

0,00

0,00

0,00

0,00

0,00

9 €0, MJspiee

b

1,57

4,38

0,15

0,37
6,50

6,50

per kg oil
9 Coz.eq
i 54,01
it .72
F
150,56
i 512
I 12,55
114430

o Step 2: A “0” is put into the cells with a white background colour in column N for all the previous steps that are
included in the combined result : i.e. cells N44 for the “Cultivation of rapeseed”, cell N55 for “Drying of rapeseed”,
and cell N64 for transport of rapeseed.

o Step 3: In the result section of the pathway, the value in cells E7, E8, E10, E14 and E17 shall be put to “combined
result from a previous calculation” using the dropdown list. The lines become orange-coloured (see next figure).
Land use change () as well as improved agricultural management (e,.,) shall be considered to be steps different
from cultivation and as a result the combination of “cultivation” plus “land use change” as well as the combination
“cultivation” plus “improved agricultural management” shall be considered to be multiple steps. Also for e, and for
€sca 1t shall be indicated in row E when a “combined result from a previous calculation” has been inputted.
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o Step 4: In this case rapeseed cake, which is a co-product, has been formed. Then, the allocation factor for this step
shall be set to 100% towards the main product (rapeseed oil) and 0% to the co-product (rapeseed cake). To do so,

the value “100” is put in cell J6.

Production of FAME from Rapeseed (steam from natural gas boiler)

Overview Results

Ali results in Non- allocated Allocation Allocated Total Actual/
GCOz .y M eame results factor results Default
=8 Cultivation e, 450 A

£l Processing e,
10 |Extraction of oil 95 7%
11 |Refining of vegetable oil 95 7%
12 |Esterification 95 7%
[El Transport ey
| 14 |Transport of rapesead 95 7%
15 Tr_anéppﬁ of FAME to depo : 100,0%
16 | Transport ta filling statian 100,0%

Cambined resutt of previogs caloulati

1.

[}
result of previous Ea|E|I|ETIEIn

il Bonus or egg,

29
2851
047

7_|Cultivation of rapeseed 4835 895 7% 46,25 | [Combined resutt of previoys calculatid
8 |Rapeseed drying 0,72 95 7% 0,68 i I ]
[ A ] 22
d 387
17 .88
1
0.1

Combined result of previoys calculatig

[
Extraction d\'d e F
100,0% |to|q,612502100487313
I P ake: 09-26-2012 c
SIEriﬂEal\.D_ﬂ_ Author; User [
95,7% t0 T

4,3% to Refined glyceral

Calculations in this Excel sheet....
I strictly follow the methodology
Directives 2009/28/EC and 2009/,

follov JEL ? By usin.

values 25for CHe-and 295 -for N:

-

4.3 Calculating a partial result for two or more combined steps

A user further downstream the biofuel production pathway is allowed to enter into the BioGrace Excel

tool the result of a previous and partial GHG calculation (see also the previous paragraph 4.2). The

current paragraph explains how such partial results can be taken from the BioGrace Excel tool when a

combined result is needed from more than one step. This needs attention as in the info boxes in column N

of the BioGrace Excel tool, only results are given per step. The tool does not give combined results for

multiple steps in column N. Results for single steps can simply be taken from column N.

There are two possibilities to calculate the result of a partial GHG calculation for combined steps:

1. In case - for all steps to be combined into one result - the results in column N of BioGrace are

given in the same unit , the combined result can simple be calculated as the sum of the individual

results (see example 1 below)

2. In other cases the results as expressed in g CO, cq/MJpiorel must be combined, and then the

conversion into the new unit (CO, ¢4 per kg of feedstock or g CO, .4 per kg of raw vegetable oil)

must be made using this combined result. This is further explained in example 2 below.

Examples

This example uses the FAME from rapeseed pathway. In this pathway, there are four steps that can be combined into one
result for a combined partial calculation: (1) cultivation of rapeseed, (2) rapeseed drying, (3) transport of rapeseed and (4)
extraction of oil. The results in the info boxes in column N are given in the unit “g CO, ¢q/Kapesced”” fOr the cultivation, drying

and transport, and in “g CO, .o/kg,i” for the extraction.

e Example 1: If a combined partial result of the cultivation, drying and transport is to be calculated, this can simply be
done by adding the three results expressed in “g CO; ¢q/Kgrapesced”- This is shown below, the value calculated (which is
shown with yellow background and red frame) is calculated by adding the three numbers in rows 44, 55 and 64.
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Seeding material
| |Seeds- rapesesd

Field N,O emissions
Field N.O emissions can be calculated in the shest

N2O

| 30| Rapeseed

Energy consumption
Diesel
Electricity EU mix LV

emissions IPCC

6 kg ha'! year”

3,10 kg ha' year”

Quantity of product
73.975 Murapeseed N year'
1,000 W/ MJgapeseed, nput

1,000 Migapeceed / Mirapeseed

0,00018 MJ / Mgapeseen
0,00308 M £ Mukgorced

Quantity of product
73.243 WMirgpescen N’ vear
0,990 M / MJgapeseed, input

0,980 Mdrspeceed / Mrapeseed

50 km
Diesel

0,0021 ton km / Mdgapeseed, input

0,06 0,00 0,00
0,00 0,00 0,07
Total 16,92 0,03 0,10

Result 8 COseq f MJpame

Calculated emissions
Emissions per MJ FAME

g o, g CHy g RO

0,03 0,00 0,00

0,64 0,00 0,00

Total 0,67 0,00 0,00

Result 9 COpeq f MIpame

Calculated emissions
Emissions per MJ FAME
gCo; g CH, g M0

0,30 0,00 0,00

Result g €05,0q f MJpame

010

21 46+

48,33

9 COseq

0,08
0,69
0,72

a4 - — — —6gdzsL!

141

=264.80 =

44

9184
2069,1

per kg rapeseed

Rl

g CO0s,eq
0,38

9,83/ 1

per kg rapeseed

gCO e

4,07

I 678,48

e Example 2: (figure below) If a combined partial result of the cultivation, drying and extraction is to be calculated

B

| ¢ | 2] | E | F |G]

H | | | J | K |

LM

o}

Figld Mz0 emissions can he calculated inthe sheet

M2

amissions IPCC

Rapeseed

Energy consumption

Diezel

Electricity EL mix LW

Rapeseed

Transport per
_Truck for diy product (Diesel)

Fuel

Yield

Crude vegetahle oil
Co-product Rapeseed cake

Energy consumption
Electricity EL mix MY
Steam {from MG boiler)
NG Boiler

CH, and koD emissions from MG bailer

Matural gas input/ bJ steam
Matural gas (4000 km, EU
Mix qualilhyi)

Electricity input / MJ steam
Electricity EU rnix MY

Chemicals
n-Hexane

tity of product
72975 Mlpaesess ha™ year”
1,000 M/ M rgeseed, hpet

1,000 Mdranseen f M papuseed

0,00018 M/ M ppeceed
0,00308" M/ M pepusen

Quantity of product
73.243 Mpaeseea ha™ vear’
0,890 b1 7 M rguseed, nprt

0,990 MJpzpuseed f M papeseed

a0 km
Diesel

0,0021 ton km f MJpgeresd, npt

Quantity of product

44,861 MJoyha year”
0,806 M W papeseed, nprt
0,029 kegu! Mdrane

0,625 o f M papecesd
0,3875 MJrageseed cate | M rapeseed

0,0118 M i Moy

0,0557 M i Moy
1,411 MJf Mdgtam
0,062 M Mgy

0,020 MJ / M steam
0,001" M £ My

0,0043 M i Mgy

0,03 0,10

Calculated emissions

Emissions per M. FAME
g0, o CHy g Mol
0,03 0,00 0,00
0,64 0,00 0,00
Total 0,67 0,00 0,00

Result

0009, ' MJpane

Calculated emissions

Emissions per MJ FAME
o C0; g CH, g [0
0,30 0,00 0,00

Result

0005, 'MJrane

Calculated emissions

Emissions per MJ FAME
gco, g CH, g Mol
1,47 0,00 0,00

Emissions from MG boiler

0,00 0,00 0,00

4,08 0,01 0,00

0,14 0,00 0,00

0,36 0,00 0,00
Total 6,06 0,02 0,00
Result

0 GOz
0,03

0,69
0,72

4 C0;q

0,30

0 G0z

i

0,02

4,38

0,15

0,37

2069,1

per kg rapeseed

0 G024

0,23
8,45
9,83

per kg rapeseed

4 COzeq

4,07

per kg oil

0 G045 g

54,01

0,78

150,56

5,12

12,55
223,03

I 190201579
123 )
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(transport is left out, so that disaggregated default values can be used later for transport), then the results in

g CO, oo/ MJpanve must be added to give the result in cell L90. This value must then be converted into “g CO, ¢./kgy;i”
in the same way as the value in cell L85 is converted into the result in cell N85. The result in cell N90 combines the
result for cultivation, drying and extraction and is expressed in “g CO, ¢o/kgoii”.

4.4 Use of the sheet “user specific calculations”

Modifications made on the sheet “user specific calculations” will not be tracked with “track changes” as
all inputs into this sheet are per definition from the user. As a result, an auditor verifying an actual

calculation shall always verify the data and calculations on the sheet “user specific calculations”.

Calculations made on this sheet shall be company/user specific meaning that it is not allowed to make
more general calculations with the intention that some companies/users using this sheet will use this more
general calculation, and others will not not use the results of the calculation although the calculation itself

is part of the sheet “user specific calculations”.

The outcome of calculations made on this sheet shall be intermediate results that serve as input values in
other BioGrace GHG calculation sheets (the sheets with the calculations on the biofuel production
pathways), as explained in paragraph 4.1 above and paragraphs 4.5, 4.6, 4.7 and chapter 5 below. This
means for instance that it is not allowed to calculate final results (expressed in g CO; ¢co/MJyiofuer) With the
sheet “user specific calculations”. It is also not allowed to use the sheet “user specific calculations” to
calculate “results from previous and partial GHG calculations” (expressed in g CO, ., per kg of feedstock
or in g CO,q per kg of raw vegetable oil) to be entered in column N of other BioGrace GHG calculation

sheets (as explained in paragraph 4.2).
Examples of company/user specific calculations for which this sheet is intended, are:

e An agricultural cooperation, receiving feedstocks from multiple individual farmers, calculates
average yields and fertiliser and diesel inputs, that are used in the pathway “Production of FAME
from rapeseed” to make the actual GHG calculation for cultivation. Of course, the calculations on
the sheet “User specific calculations” shall respect the calculation rules on average, aggregated or

measured values in chapter 3 of the BioGrace calculation rules.

* An owner of a palm oil mill captures part of the methane emissions from the POME, but has to
take into account that another part of the POME is stored in open ponds leading to CH,4
emissions. In the sheet “user specific calculations” the average POME CH, emissions are
calculated, which are then entered in the pathway “Production of FAME from Oil Palm” to make

the actual GHG calculation.
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e An owner of an ethanol production plant (from sugar beet) has to calculate how much electricity
and natural gas has to be assigned to the ethanol production process, because the ethanol plant is
integrated with a sugar producing plant and electricity and natural gas use is measured at a
number of places at the industrial site, but none of this measurements has a 1:1 relation with the
ethanol plant. This calculation, based on the readings of the electricity and natural gas use over a
year, can be made in the sheet “user specific calculations”. The results (the amount of electricity
and natural gas used for ethanol production) shall then be entered into the pathway “Production

of ethanol from sugar beet”.

4.5 Adding specific standard values for existing input

Standard values are used to convert input numbers into greenhouse gas emissions. The tool applied the
same standard values as the European Commission has used for calculating the RED Annex V default
values. However, users can define their own standard values and use them in the tool. This part gives a

step by step example for modifying one of the pre-defined standard values.

In order to do so, the dedicated excel sheet named “user defined standard values” shall be used as the
excel sheet “standard values” is protected and cannot be changed.
Adding new standard value requires applying the following principles:

e The name given to the added input in the “user defined standard value” shall be different from all

the existing names of column C of the “standard value” sheet;

e The name of the standard value, once defined, has to be written exactly in the same way in

calculation sheets where it is used;

¢ The formulas in columns H, I and J of the calculation sheet have to be checked. For instance, the
column position of the LOOKUP function must to be modified to be coherent with the given unit

of the new standard value;

e Sources of the data shall be clearly stated (see the ).

Step by step example :
The tool user wants to add a specific standard value for n-hexane instead of using the n-hexane standard value pre-
defined in the tool. For that, the following steps must be performed:

o Step 1 : first, get to the "User defined standard value" sheet. This sheet is framed exactly the same as the
"Standard value" sheet.
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| BioGrace GHG calculations - version 4.3 [Mode de compatibilité]

Al B C 4 K L M N a

Intelligent Energy | | Europe

About | Directory
DARD A
pa 0 o 0 energ p De
User defined standard values
Example 1 (diesel from standard values) 0,0 87,64 | 0,0000 | 0,0000 87,64 1,1575 832 43,1
Example 2 (methanal from standard values] 0,0 92,80 1 0,2900 | 10,0003 100,15 1,6394 793 18,9
Example 3 (N-ferfiliser from standard values] | 2827,0 8,68 | 9,6418 58172 0,00 48,59
0 0,00
0 0,00
.90 0,00
0 0,00
0 000
0.0 0,00
4P M| CHSF “H-Po - H-Po(CH4 capt) . CMG-wM .~ CNG-dM ,“CNG-OW . P-Rs | User defined standard values .~ Standard values %1 {4

o Step 2 : Write the name in the first available free line of the standard value in column B ("n-hexane-userl").
Make sure that the given name is different from any other of your added values and of the "Standard values"
sheet.

o

Step 3 : Add your own values in the columns with the appropriate unit (from column D to R). If you have a
unique value in g CO,_, (and not in CO,, CHy4, N,0), than fill out the first column in g CO, as the columns G
and K, with unit “g CO,.,” is calculated automatically and cannot be changed. Please, note that you also have

to add “0” value to the two other column (for CH, and N,O) the other cells to avoid error messages in pathway
calculation.

STANDARD VALUES

parameter: Comments
unit: gCOx/'kg

GHG emission coefficient Fossil energy inp:

gCHo/kg gN:O/ka gCO..'kg 11 gCHJ/MI gN.O/M] gCO:/MI  Mlpy'kg  Mla/M
Exampls 1 (di o 87,64 0,0000 0,0000_+ 67 6368889 1,1575
Example 2 (methanol from star =) o] 92,80 0,2900 i 0,0003 100147472 1,6594
Examele 2 (-fartii=sr from stapdard valugs), PRI N RN S il 48,399
2 N-hexane-userl o 55,40 0,0000 : 0,0000 55,4
S e e e e e e | g, e P e - =55
o o
0 a
(o] a

Step 4 : Then, you need to fill in the column T and U with detailed information on the sources of these data
(name of the sources in column T, and remarks and details in column U), like in the example below.

ons o1
cas Emiss
ua»

(o
d La

-monise
HarmORE ©onhous
Bioius!

NDARD VALUES

t exhaust

parameter: issions
unit:  gNz20/t.km

Remark / question

rdefined standard values

Example 1 (diesel from standard values)
Example 2 (methanol from standard values)
Example 3 {N-fertiliser from standard values)
N-Hexane-Userl

WTT Appendix 1 (v3) paragraph 2.1 & 3 (Z1)
WTT Appendix 1 (v3) paragraph 2.1 & 6.1 {GA1)

Internal LCA studies on chemical production, 2009. |Carried by ..., review by ..., representatif of ....

Step 5 : Go to the pathway where you want to use this modified standard value. Modify the name of the n-
hexane input called in column B into "n-hexane-user1". Please note that the name must be exactly written in the

same way as in the “user defined standard value” sheet. Modify the quantity if needed in column C of the same
line.
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A B |l e | D | E F G T . J ]
77 Natural ga= input / MJ stean 1,111 W WY e
78 Natural gas (4000 km, EU M 0,058 i/ Mo, 3,75 0,01 0,00 4,05
79 Electricity input / MJ steam 0,020 | M J M g0
80 Electricity EUl mix MV 0,001 hJ ¢ Mo, 0,13 0,00 0,00 0,14
81
82 T Chemicals |
23 '_n-_Helale-_us_erl _____ ognin‘ﬂu_r o 023 0,00 0,00 0,23
34 Total 5,465 0,02 0,00 5,89
0 CO; pq ! Mdjruo
o7 | s s A = = = : . E L
44> [ | H-Sf “H-Po  H-Po(CH4 capt) .~ CNG-wM ~ CNG-dM - CNG-OVV -~ P-Rs .~ Uiser defined standard values .~ Standard values % [

*  Step 6 : Check and eventually modify the formulas in column H, I and J if they are not are calling the right
columns. This could be the case if the unit of your modified standard value is not the same as the unit of the
pre-defined standard value of the same product. For instance, the existing n-hexane standard value is given per
MJ. If you want to enter GHG data per kg for n-hexane-user1, then you need to change the formula in the
pathway calculation, in column H, I and J of the line where you have added "n-hexane userl". For that, follow
the example below (the column position to change are shown in yellow):

Initial formula in cell H83 of the previous picture =$§C83*$E$70*VLOOKUP($B83;'Standard
values'!$C$9:$S$160;7; FALSE)/$SE$184

New formula in cell H83 =$C83*$E$70*VLOOKUP($B83;'Standard values'!$C$9:$S$160;3; FALSE)/SE$184

The numbers “7” and “3” refer to the columns where the values are taken from. These column numbers are
listed in row 3 of both the sheet “Standard values” and the sheet “User defined standard values”.

4.6 Adding an inputin a pathway

Step by step example :

The tool user wants to add a new input in one of the pathways. For that, the following steps must be performed:

e Step 1 : First, in the pathway you are working on, get to the module where you want to add a input.

About

‘8 Storage of FFB

Quantity of product Calculated emissions
294 841 WMJ==z ha” year’ Emissions per MJ HVO
0,980 MJ/ Mdzrz e gCO: gCH,

FFB 0,980 Mz / Wdrs

Energy consumption
Diesel 0,00000 W J WMl=s 0,00 0,00
Electricity (NG CCET) 0,00000 M Mie=x 0,00 0,00

0,00 0,00

*  Step 2 : Insert a new line with the function "insert" of Excel (right click).

Cut
B3 copy i B ) E F c H I T =
L]E Paste
Paste Special..,
A Insert
52
g3 Lelete
54 Clear Contents Quantity of product Calculatedeissions
55, = 0.980 Mleze I Mime 294,941 Wla=s ha' year” Emissions per MJ HVO pE
eg| 7| EormatCells:y 0.950 M3/ Mderz e gco:  gCH,  gNo| 5eo..
5 Row Height...
5| Hiidia 0.00000 MJ/ M=z 0.00 0.00 0.00 0.00
e :
=g = 000000 M f s 0.00 .00 0.00 0.00
Unhide A= 7
80T Total 0.00 0.00 000 0.00]
L5 e VT
gz Al <0 <A .o oy F 9 €0z Mdioio

- =
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Step 3 : Fill in the line with the name of the input (column B), the unit use (column D), and the quantity used
(column C). Please check that the name of the added input is the same than in the table of the "standard value"

sheet. Also verify that you use the same unit than existing input.
A B C 8] E E, G H | J

w.blograce.net m

cq

s
55 FFB 0,980 Mders f Mdes 204 841 Mleg ha” year” Emissions per MJ HVO

55 0,880 MJJ Mls soe gCO. gCH., ght
57 Energy consumption

58 Die=el 0,00000 M/ M=z 0,00 0,00 0,00
59 | \ — Eleciricity INGCOGT) — — — 0,Q0000 LUl = 0,00 0.00 0.0
60 | , HFO 0,03000[837 I :

81 Total 0,00 0,00 0,00
62

683

3 Result g C0; ! Mo

Step 4 : On the same line, add the calculation formulas in columns H, I and J according to the unit in which the
GHG emission coefficients are expressed (per kg or per MJ). Formula can be copy paste from existing input.
When formula written or copied, please check that the proper cells have been used in the formula and that units
are consistent. The same work can be carry out in column M if this “info” column exists for this module.

D | RECHERCHEY(valeur_cherchee; table_matrice; no_index_col; [valeur_proche])

About

53 Diezel 0,00:000 K ¥ Mz 0,00 0,00 0,00

Calculated emissions

FFB 0,980 Mdezg / M2 284 841 Mg ha” year' Emissions per MJ HVO
: n.asuIr.u I ot gCO: gCH:

Energy consumption

Electricity (NG CCGT) 0,00000 1/ Mims | = = = — 80— — e00 — W09

Thro T 0,03000]8J 1 Mders 1 I=!CEU’§F_|‘ 0,00 0,00

Step 5 : Check that the “Total” line is correctly taking into account the added input. For that, the sum in column
H to K must include the added line.

SUM + (0 % « f| =suminss:Hep)

A B [ SUMinumberl, [number2], ... | E F G H | ] 3 i

P Intelligent Energy |

cc
56
&7
o8
58

50 |

Calculated emissions

FFB L9800 Mg Mg 294841 WMoz ha' year” Emissions per MJ HVD per k
0.980 I/ Moz e 'gC0; gCH. gM.D| gCO..

Energy consumption

Diesel 0.00000 BT W 0.00 0.00 000 0.00

Electricity (NG CCGT) 0.00000 W M= .00 .00 0.00 0.00

HFD' 000300 W Y 0.457: 0.00 .0g 0.50

Total| =SUI.!§H5! 0.00 0.00 0.50

4.7 Adding a new input in a pathway

Adding a new input that does not yet exist in the BioGrace Excel tool can be done by using the two
previous step-by-step tutorials. You will first have to add a new standard value in the “User defined

standard value”, then insert your new input in the biofuel-pathway you are working on.
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5 Function 3 : Creating a new pathway

The BioGrace Excel tool can also be used to set up new biofuel production chains. This requires some

knowledge of Excel and a detailed observation of how calculations are made.

The present part cannot provide a comprehensive description of the process. However, a short tutorial is

provided below to highlight major steps:

Step 1: Copy an existing pathway and rename it.

Step 2: Erase all data in the white cells of column C. Erase the names of inputs and outputs in
column B when necessary. Be sure to keep the result overview box at the top of your pathway,
and the 3 last generic modules (LUC, Improved Management Practices, CO, storage or

replacement).

Step 3: the most important part is to define the frame of the new pathway, meaning the number of
steps (cultivation of agricultural matter, drying, transport, industrial steps, etc.), the allocations

when needed, etc. This frame is to be translated in independent modules.

To add up new lines, please use the “insert line” function by right clicking on the appropriate line.

Beware of adding allocation modules right after the separation step of the co-products.

Step 4: Fill in the new frame with appropriate inputs and outputs into column B, with the
associated input numbers in column C. The tool user needs to pay particular attention to the units
in which the input numbers are expressed. The unit in column D has to be compatible with the

units of the standard value in the “standard value” sheet.

Step 5: Add new user defined standard values if needed (for more detail, please refer to "adding

new standard value" part in the previous section "Adapting pathways").

Step 6 : Adapt the formulas of the column H to K when needed (see "adding a new input" part in

previous section "Adapting pathways" for more detail).
Step 7: Add, if necessary, comments or intermediate calculations in columns E to G.
Step 8: Adapt all the summing cells from allocation module and total module.

Step 9: Adapt the overview results box to your new pathway by inserting lines and linking cells

to each name and results obtained.
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6 Technical detail on specific issues

6.1 How to use the LUC sheet?
Land Use Changes (LUC) are to be taken into account in the GHG calculation of your product. A LUC

occurs when the biofuel cultivation has a different carbon stock per hectare than a reference situation (e.g.
conversion of non-highly biodiverse grassland land into cropland). The RED methodology and the
"Commission Decision of 10 June 2010 on guidelines for the calculation of land use carbon stocks for the
purpose of Annex V of Directive 2009/28/EC" give precise instructions on when and how to take these

carbon changes into account.

A dedicated module is available in the BioGrace Excel tool at the bottom of each pathway. It will collect
the emissions caused by carbon stock changes from the LUC sheet. Thus you will need to fill in this LUC
sheet to calculate your actual changes in carbon stock. A declared LUC for a pathway will apply to the

whole result of the pathway.

If you have several consignments with two different LUC values to be integrated (for instance one with
no LUC, and one with a conversion from grassland to crop land), please use a separate copy of the
BioGrace Excel tool to declare it. The tool has been designed with a single LUC sheet that doesn't

enable calculating simultaneously two or more GHG values with different LUC values.

Step by step tutorial :

If you need to take into account a Land Use Change for a pathway, please apply the following steps:

e Step 1 : In the pathway you are studying, answer "yes" to the question "Does land use change occur?" of the
LUC module. For that, use the checkbox list next to the question.

e Step 2 : Value and text called from the LUC excel sheet then appear.
A £L0ONe Nom B £ D E F

(]
il

4 g ,‘EI Y ',‘_r-c']l)(:}
‘ead >\'|,"‘.'I|'-E"'-I'Dﬂi’ %'.‘--'\SS"'.Q'F-S in B
apniseld V= o Gas B
. '[‘I‘.?-'- |:-|I'|Il\jll ’ E-QQ'M-"(JU‘:’L
(ikl Land use change, including bonus for production on non-agriculture or degraded land
114 =1 ‘Land use change
115 From : Warm temperature moist ; Native forest (=30
116 Hans G e | - Europe ; High activity clay ; Mo till ; No input
17 Goto To :  Warm temperature moist ; Cultivated/croplar
118 sheet LUC tillage : High without manure
119 to calculate the land use change Emissi
120 gl
121 Resulting land use change 19,16 ton CO; ha™' year” 47
122
123 Bonus (eB) U‘Q COz 20 f Mlztnzna t
124
125
126 Result
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Step 3 : Go to the LUC sheet. You will there find a framework for calculating the carbon stock changes from
reference situation to actual utilisation. The annual GHG emissions that need to be added to your pathway will
be calculated from that.

Step 4 : Select the type of calculation you want to use. Two kinds of calculation are possible: one using the
default values listed in de tables "Commission Decision of 10 June 2010 on guidelines for the calculation of
land use carbon stocks for the purpose of Annex V of Directive 2009/28/EC", called default calculation, and a
second one if you have your own value for carbon stocks calculated according to the guidelines in the same

Commission Decision (called actual calculation).
A B B D E F G H [ J K

1 |

14 Reference land use ; The reference land uze zhall be the land use in January 2008 or 20 years before the raw material was
15 S0Cr : Soil organic carkon [ton C / hal

16 R Land use factor reflecting the difference in =oil organic carbon aszociated witht he type of land use ca
T g Management factor reflecting the difference in =eil organic carkon associated with the principle manag
18| F Input factor reflecting the difference in 2oil organic carbon azsociated with different levelz of carbon in
15

20 ‘C&lw}atk}n 1 Please choosge your calculation type bellow, and then fill the adeguate part of the questionnary

| 1 - . ‘I

%3 1 Which type of calculation do vou want to use 7 default || |

23 ! ﬁ I

24 |Default calculation (no achualand acurafe data are avalable) e R

o5 | Thedefault calculation are based on the calculation of the Commizsion Decigion, with the following assumptions

28 -the arsa concerned iz 1 hectars. Az a result, the facter A tha /! area concerned) equalz 1.

o7 - the =oilz in question are mineral seile. For organic soile, appropriate methods shall be used (gee paragraph 4.2 of the Commizsion Decizien).

Step 5 — Default calculation: First, you need to have with you the “Commission Decision of 10 June 2010 on
guidelines for the calculation of land use carbon stocks for the purpose of Annex V of Directive 2009/28/EC"
where all formula and data are available. In the part dedicated to default calculation, fill the needed information
and data in the white cells. These cells are not using a pre-defined list. You should refer to the information
given in column L to find the tables from the Commission decision. Please, use the same wording than the one
use in the decision of the Commission. Note that cells in light green are automatically filled from other cells.
For that, begin by filling “actual land use” part. In the bellow example, the actual land use is a crop. That is why
no C,, is taken into account. The reference land use considered is a native forest in Europe, under an oceanic
climate. No Fy;g and F; are needed for this type of cover.

B e D E E G H J K L

inaracenct IR

CS. and TS5 are calculated with the following sguation: CS = Cyze +S0C-*Fu * R * F
Actual land use Reference land use
Climate region |'f'\-'arm temperature moizt 1 |Warrn temperature moist |
Vegetation/crop (land use} |Cu|ti-,-ated.-'cr0plar!: 1 |Nati-ee forest (»30% canopy cover) 1
Above and below ground vegetation
Ecological zone (if - 1 Oceanic forest 1
Continent (if Y- 1 Europe 1
3 G] ton C/ha 24]ton C/ha Calculate value according to Chapter 5, or look up valu
Carbon stock in mineral 2oil
Climate region  |WWarm temperature moist Warm temperature moist Determine u=ing paragraph 5.1 of Commizzion Deciziol
Soiltype |High activity clay High activity clay Determine using paragraph 5.2 of Commission Deciziol
Soil management |FulHillage No till Determine u=ing table 3 of Commizsion Decizion
Input [High without manure No input Determine u=ing table 3 of Commizsion Decizion
S0C.; 28] ton C/ha 28 tonC/ha Loop up in Table 1 of Commiz=ion Decizgion; using climz
Fiy 0,69 1 Look up in Tables 2 - & of Commizsion Decizion
Fua 1 n/a Look up in Tables 2 - & of Commizsion Decisi
F A4 nia Look up in Tables 2 - 8 of Commizsion Decizion
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e The resulting LUC is calculated right bellow this part by applying the RED methodology. A positive value
shows a carbon loss from the reference situation.
A B C D E & G H | 5 &S

N Uil
86| ton C / ha 88 ton C/ha
0.69 1
5 1 nfa
50 Fi 141 nia
51
52
53 Resulting carbon stock CSy = 674 ton C/ha CSgr = 1720 ten C [ ha

i
=

Resulting LUC e = I 19.15! ton eq COz /halan

e Step 5 — Actual calculation: Fill in the white cells of the “Actual calculation” part. You should refer to the
information required in column B, and to information given in column L. First, general references for your
actual value shall be added in order to keep track of the source and quality of these data. In case of methods
other than measurements, you shall confirm that climate, soil type, etc, are taken into account. If this is not the
case, you cannot use your actual data. At last, add the actual Carbon stock in soils (SOC) and carbon contained
in vegetation (CVEG) for actual and reference uses. The formula from the RED methodology is then used to get
the annual carbon changes.

1
o

A B C D = E G H J K
n rt_'. uro ,_'_!
il K10
G0 | Type of data use measurements
- e e Field measurement from a ﬁ];f;;ll:;:lal|l1118ﬁﬂ|3t|1e...1.00 plots. carried out by the Ex
BZ
b3
L
GG | If using data from other methods than measurements :
7| Please confirm that they take inte account :
G5 climate Yes
(1] soil type yes
70 land cover yes
71 land management and inputs. yes
72
73| Resulting carbon stock in soils SOC,= 70.2[ ton C/ ha S0Cgr= 102.0) ton C / ha
74| Resulting carbon stock in vegetation Cuzge= 0.0/ ton G/ ha Cuzgr= 80.0{ton C/ ha
75 C8p = 70.2 ton G/ ha C8p = 1820 ton C/ ha
76| Resulting land Use Change e = 20,5 ton CO; ha! year™

Step 6 : Check in the last line that the proper value is called. If it is not the case, get back to step 4 and choose
the appropriate calculation type.

a0 |LUC : value that will be used in calculations: Default calculation (no actual and acurate data 2 19,16 ton eq. COz ha™ year" 1
a1 | |

e oo o o o o e e e e e e e e e e e e e e e e e e e e e e e e e e e e ol
2
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e Step 7 : Check in the biofuel production pathway where you need to declare a Land Use Change that the LUC
value is there. Please, also check that no Improved agricultural management is declared in the module right
below (See the next section for more information).

m www.biograce.net bbbl

af . curone
A o1 .o BUTOP
ed CE!‘;C'.\\KWDT\: E!W\\SS\ON’ n
Aromses use Gas +
1 Harll) Greenhol
116 Does land use changs occur? I ves Ll Europe . High activity clay . Mo 0T Tlo mput
117 Go to To : Warm temperature moist ; Cultivated/cropland : - ; - ; High activity clay : Full-
118 shast LUC tillage . High without manure
119 to calculate the land use change Emissions per MJ ethanol
120 ittt ittt } g COz g CHy g M0| g €Oz, o
121 1 Resulting land use change 19,16 ton CO; ha™ year” 1 470,97 0.00 0.00] 47097
122 1
______________ [ ——
123 Baonus (eB) 00 C0z0 { Mleinana 0.00 0.00 0.00 0.00
124 L 4r097]
126 Result g €02 cq ! MJEtnanol 470,97
2T
ey
ikt] Improved agricultural management
130 - Soil carbon accumulation Emissions per MJ ethanol
132 Does improved agricultural management occurs? | no 2

6.2 How to use the Escsheet?

The E,, sheet is to be used when the user wants to claim increased carbon stock in soils because of

improved agricultural practices like no tillage, increased residue incorporation, etc.

This excel sheet is built on the same model than the LUC sheet. The same steps are needed to use it.

Please have a look at the LUC section to have a step-by-step tutorial.

The main difference comes from the fact that only carbon stock in soil is taken into account. Please also
note that e, has a different sign than ¢, : a positive e, means that carbon stocks are improving in your
soil, and thus that the GHG result of the pathway shall decrease, whereas a positive ¢, means carbon stock
losses. This difference comes from the formula of Annex V.C of the RED, that define e, has a carbon

stock accumulation from which the feedstock produced shall take some advantages.

Please note that if you have also a change in the above ground carbon stock due to a change in land use
type, then you shall use the LUC sheet. Do not use E, sheet if a land use change is also declared for

the same biofuel.

6.3 How to use the N20 emissions IPCC sheet?

N,O emissions are to be taken into account in the GHG calculation of your product. These emissions
mainly occur during the crop production step because of soil’s microorganism’s activity. In each
pathway, during the crop cultivation step, field N,O emissions are to be calculated. A specific module in
the sheet “N,O emissions IPCC” is dedicated to this calculation. A short cut below the white cell to fill in

leads directly to this sheet.
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BioGrace Excel tool follows IPCC guidelines 2006 for N,O emission calculation as explained in chapter
11 “N,0 emissions from managed soils and CO, emissions from lime and urea application” (see the
“BioGrace calculation rules” document for specific recommendations about the use of this method). At
the beginning of the “N,O emissions IPCC” module, a short introduction presents the methodology used
with the additional hypothesis used in JEC calculations that have been incorporated in the module. This
module details the calculation of the three N,0 emissions sources that occur during the agricultural step:
direct N,O emissions from the field, N,0 indirect emissions due to leaching and runoff and N,0 indirect

emissions due to NH; and NOx volatilization.

Step by step example :

For N,O emissions calculations for a pathway, please apply the following steps:

o Step 1: Fill in the name of the crop and the general information about your pathway in the Crop data box. You
can choose between 8 different crops.

Crop data.
Pleass enter the data for your crop in the blve cells
General information Table 1 : Craps covered in this tool
Crop name|  Sunfiower Abbreviation glossary Sugarbest  Wheat Corn Sugar cane Rapesesd
Crop yield (fresh matter)| &0 000 kg .hatyear Fresh matter = m
Humidity (%)) £8.0% Dry matter gm
Crop yield (dry matter) 15200 kg o hafyear Ton t
Straw yiekd (removed fromtnefiek)_ | kgdmvhaiyear N mass in M0 NZO_N

Put "ves"when the crop is irrigated OR when rainfall in rainy season
is the soil water saturation high ?| ne (1) minus potencial evaporation is higher than soil water holding
capacity, If not known, the average nitrate leakage will be applied,

[1) Flainiy season: period when taintall 7 05 " Fan Evaporation

The evaluation of the soil water saturation (cell C28) is needed to calculate N,O indirect emissions because of
nitrate leaching (more details in step 5). If the user is not able to provide that information, the default value “not
known” is used in cell C28. This value gives a conservative evaluation of nitrate leakage.

o Step 2: To calculate N,O emissions for a crop that is not listed in Table 1, enter the name of the crop in Table 1
and fill in Table 4 of this module. More information on how to fill in Table 4 is available in [IPCC 2006 chap
11, Table 11.2.

| T u Y W X i i AA AB AC AD AE AF A
4z
s Table 4 Hi  slope  infercept  AGwu (AGeur1000+Crop(THICrop(T)  Rur Rozom  Be Reom BGour  LHV (MJlkg] sources
44 Sugar best 00180 010 1,06 258 1,16 018 020 0,0140 0,23 444 16.20 IPCC 2008, chap 11
45 Viheat 0,0080 1,51 0,52 2951 254 154 024 0,0050 061 1189 17,00 IPCE 2008, chap 11
i Com 0,0060 1,03 0,51 20,39 2,06 1,06 0,22 0,0070 0,45 871 18,50 IPCC 2008, chap 11
27 Sugar cans 0,00 1,00 0,00 0,00 0,00 18,50 IPCC 2006, chap 11
e Rapesesd 00110 1,50 0,00 22,20 2,50 1,50 (R E] 0,0170 0,48 912 26,40 IPCC 2008, chap 11 [y
49 Sunflower 0,0070 240 0,00 40,32 3,10 210 022 0,0070 0,68 13,09 26,40 IPGE 2008, chap 11 iy
=0 Soybeans 6,0080 0,93 1,35 1821 200 1,00 615 00080 0,38 7.30 2353 IPCEC 2008, chap 1
=1 Palm 001180 0,00 1,00 000 0,00 24,00 IPCC 2006, chap 11
g2 New cropi1
83 New cropZ
54 New crop3
55 New cropd

o Step 3: In case of Land Use Changes (LUC) or modified management practices, the “LUC” or “Esca” sheets
shall be used to calculate the carbon loss and enter the value in cell C29. Go to sections 6.2 and 6.3 of this
manual to know how to use these sheets. When the Esca sheet is used to calculate C losses due to change in
agricultural management, please note that only when negative results are obtained, C losses are actually
occurring. In this case you shall change the sign of the result and insert the obtained value in cell C29.

-7 Specific information in case of Land Use Change or modified management practices

o8 Y¥hat bype of land use change i= it || Forest to arable ) Use "arable to arable land” in caze of modified practices
28 | Carbonlozs due to land use change' tl'haryear: Pleaze. calculate thiz value by using the LUC sheet

20 -orthe E--.sheet for modified oractices

o Step 4: If the name of the crop selected in cell C19 is either sugar cane or palm, then further information shall
be given in the third part of the Crop data box.
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A, B c | G E F G H
or the E--.sheet for modified practices
Specific information for some imported crops Pleaze, fillin the following ceilz coly when a text appears, Default valie used by RED
Text appears when the adequate imporied crop iz selected in the above section (cell C19):
——

= —istueneanE .
Amount of vignasze applied to the field : kg of vignazze dmikg =ucar cane fm RED: uzed by default 0.94
Amount of filter cake applied to the fisld: kg of fiter cake dmikg sugar cane fm RED- us=d by default 0.01
N content of vignasse applied to the field; kg N/t vignasse RED used by defauft 0.36
W content of filter cake applied tothe fisld: kg M/t fiker cake RED used by default 12.5

e Step 4 - Calculation of direct N,O emissions from managed soils. Two more input data are needed for direct
N,O emissions calculations: the quantities of N synthetic fertilizer and N organic fertilizer applied. You should
refer to the “BioGrace calculation rules” to know which fertilizer shall be taken into account. Intermediate
calculations are shown in Tables 2, 3, 4 and 5 and the total of direct N,O emissions are found at the bottom of
the box.

e Step 5 - Calculation of indirect N,O emissions from managed soils. Automatic calculations are made using
previous input data. Intermediate calculations for N,O indirect emissions due to NH; + NOx volatilisation and
leaching are shown in Tables 6 and 7 (resp.).

Indirect N;O emissions from managed soils (Tier1) See Table 6, Table 7, Table & for intermediate calculations (right side of the this sheet) Table 6  Volatilization =

average
Fau 11870
average min max Eh 0,00
Quanitity of W volatiizedIPCC Tier 1) [ e, ke 120 36 359 Frac o 20%
Quantity of nitrate leaching (IPCC Tier 1} | MO M (kg) 0.0 0.0 0.0 FIR s 10%.
HHEND, 11,97
Eriszion tactor for 1K, volatlization (PCE Tier 13 [ erpm | 1,0% 0.2% 50% |
Emission factar for Nitrate leaching (PCC Tier 1) | EF: (%) | 0,75% 01% 25% |
£, 1.0%
source ; from 1PCC 2006
kg M:0_Nhaiyear kg MoO/alyear
;0 from pheri ion of N volatilised:| 1:0(4T0) 0,12 0,007 7,80 0,18 5,01 282
Emission of M0 from nitrate leaching Elfec.t:l MNoO(L)-H 0,00 0.000 000 0,00 .00 0,00

o Step 6: The total N,O emissions are given in yellow at the bottom of the sheet.

A B & 0] E E G H
e TOTAL N,O EMISSIONS (Direct + Indirect N,0O) from managed soils (Tier1)
kg N-O_Nihatyear kg N:Ofhalyear
average miirt Hax dverage min max
perha B3 037 £39 258 08 845
perkg dm 0,05 8.02 695 013 0.63 D44
- per M of crop 10,0043 0,0610 0,0143 .01 7,00 0,02
————————— -
Value to report in your pathway : | : 2,56 kg N O/halyéar

6.4 Inconsistency in use of global warming potentials

Global warming potentials (GWPs) are used to convert methane and nitrous oxide in equivalent carbon
dioxide. During the project, an inconsistency was found between the GWPs used for the calculation of
default values listed in Annex V.A, Annex V.B, Annex V.D and Annex V.E of RED and the GWPs
prescribed in Annex V.C point 5. For this reason, two calculations are possible in the tool through the

following application in each excel sheet:
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Calculations in this Excel sheet......

strictly follow the methodology as given in
Directives 2009/28/EC and 2009/30/EC

toll IEC calculats ¢ na GWE
s values 25 for CH4 and 298 for N20O

As explained In "About” under "Inconsistent use ot GWP's"

v

6.5 Declaring the 29g Bonus

If you are carrying out your own calculation and that your land enters into one of the two categories of

land described in point 8, part C, of annex V of the RED, you can add an extra bonus of 29 g eCO,/MIJ to

your pathway. This can only be done from the moment that the European Commission has defined

degraded land and heavily contaminated land.

Within the BioGrace Excel tool, this bonus has to be added in the Land Use Change module, as shown in

the picture bellow.

ikl Land use change, including bonus for production on non-agriculture or degraded land

14 =] ‘Larld use change

15

16 Does land use change occur? | no el

19 Emissions per MJ ethanol

20 g Co; g CHy QM0 gCO;z oy
21 | — — Beaultingland use change. — — 0,00 ton GOz ha” year’ 0.00 0.00 0.00 0.00
gj I_ _______ B_nnu_s (_BB} 29[9 The bonus of 28 gC0;-,/MJ shall be attributed if evidence is provided that the land

{a) was not in use for agriculture or any other activity in January 2008; and

26 {b) falls into one of the following categories
£ (i) severely degraded land. including such land that was formerly in agricultural use:
29 Improved agricullural managemem (ii} heavily contaminated land.

The bonus of 29 gCO03-./MJ shall apply for a period of up to 10 years fram the date of conversion of the land to agricultural use

30 (- Soil carbon
e provided that a steady increase in carbon stocks as well as a sizable reduction in erosion phenomena for land falling under (i} are
32 Does improved agricultural management occurs? | no =1 |ensured and that soil contamination for land falling under (i} is reduced
i
35 g
The categories referred to in point 8(b) are defined as follows:
35 (a} ‘'severely degraded land’ means land that, for a significant period of time. has either been significantly salinated or presented
v Resulting soil carbon accumulation 0,00 to|significantly low organic matter content and has been severely eroded
38 (b} ‘heavily contaminated land’ means land that is unfit for the cultivation of food and feed due to soil contamination
39 Such land shall include land that has been the subject of a Commission decision in accordance with the fourth subparagraph of
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7 History and ownership of the BioGrace GHG calculation tool

7.1 History of the RED calculations

7.1.1 A need for GHG reduction guaranty
For calculation of the default values LBST (Ludwig Bolkow System Technik) and JEC consortium (JRC,

EUCAR and CONCAWE) have - on request — delivered input to the European Commission. The
European Commission has made the final calculations into the default values, which are presented in the

RED Annex V.

As defined in article 17 of the RED, biofuels and bioliquids can be taken into account for the following

purposes only if they fulfil criteria of greenhouse gas emission reductions:

e Measuring compliance with the requirements of the Directive 2009/28/EC concerning national

targets,
e Measuring compliance with renewable energy obligations,
e Eligibility for financial support for the consumption of biofuels and bioliquids.

Thus, the economic operators have to provide data regarding the GHG performance of their biofuels and
bioliquids’, following the appropriate methodology. Default values defined in Annex V.A, Annex V.B,
Annex V.D and Annex V.E of the RED may be used by economic operators under precise conditions
(raw materials cultivated outside the Community, raw materials cultivated in the Community in areas
where the typical value for raw material cultivation is expected to be lower than the corresponding
disaggregated default value in Annex V.D and raw materials that are waste or residues other than

agricultural, aquaculture and fisheries residues).

7.1.2 How were the default and typical value calculations developed?
The default value and typical value calculations were performed in a collaboration project with the JEC

consortium (Joint Research Centre, EUCAR and CONCAWE) and LBST. The results of their
calculations were used as inputs by the European Commission to be published in Annex V of RED and
Annex IV of FQD. LBST developed its own model software (“E3database Software”) and underlying

databases used to perform the calculations.

The input data come from several studies. The standard values were calculated as part of the E3database,
taking into account all inputs and emissions from the provision of the input. The Well-to-Wheel reports

from the JEC consortium give detailed information on how these standard values were calculated.

7 Article 18 of the RED.
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However, in some cases small inconsistencies exist between the values in the WtW reports and the values

in the E3database. The are directly taken from E3database.

7.2 History of the tool and BioGrace project

The project BioGrace aims to harmonise calculations of biofuel greenhouse gas (GHG) emissions and
thus supports the implementation of the EU Renewable Energy Directive (2009/28/EC) and the EU Fuel
Quality Directive (2009/30/EC) into national laws.

This project contributes to the publication of a uniform and transparent list of standard conversion values
for GHG calculations, and to the elaboration of Excel files as well as user-friendly GHG calculators for
economic operators, auditors, and advisors to perform the GHG calculation step by step on their own.

These Excel files address the 22 most important biofuel production pathways cited in both directives.

The project results are disseminated to European stakeholders through a website, meetings, and a series of
workshops. National policy makers are asked to make reference to the list of standard conversion values

in their national legislation.

This tool is a result of the first step of the project, whose objective was to make the calculations that lead
to the 22 default values in the Renewable Energy Directive and the Fuel Quality Directive transparent.
The elaboration of this tool was performed and commented by the partners: IFEU, ADEME, ANL,
BE2020, BIO IS, CIEMAT, EXERGIA and STEM respectively.

7.3 BioGrace as a recognised voluntary scheme

The BioGrace GHG calculation tool has been recognised by the European Commission as a voluntary
scheme for biofuels. The tool has been prepared by the partners of the BioGrace-I project (for more
information see www.biograce.net). Since the end of this project, the companies Agency NL, IFEU and
BIO IS form the consortium (and are the legal entities) being responsible for keeping the BioGrace GHG
calculation tool up-to-date. This consortium can be contacted through Agency NL, for contact details see

the website www.biograce.net.
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8 Glossary
To use the tool, several terms have to be clearly defined. Some of these definitions are based on the

directive 2009/28/EC.

Standard value: data needed to convert input numbers (given in kg, kWh, etc) into GHG emissions.
Examples are Lower Heating Values and values to convert 1 kg N-fertiliser or 1 MJ of natural gas into

CO,, CH, and N,O emissions. They are sometime also called "conversion factors".

Default values: default values are the GHG emissions per MJ of biofuel given in the tables part D of
Annex V of the Renewable Energy Directive (see RED bellow). There are step by step default values and
one global value for the whole pathway. They are derived from the typical value by adding an extra 40%
of energy consumption during the process stage. They may be used instead of actual values under certain

circumstances defined in the RED.

FQD: Fuel Quality Directive, or Directive 2009/30/EC is the Directive amending Directive 98/70/EC as
regards the specification of petrol, diesel, gas-oil and introducing a mechanism to monitor and reduce
greenhouse gas emissions and amending Council Directive 1999/32/EC as regards the specification of

fuel used by inland waterway vessels and repealing Directive 93/12/EEC.

Input numbers: information on the itineraries of cultivation, industrial processes, yields, etc. The input
numbers are the values in the white cells in the BioGrace Excel tool. In all these cells, actual input

numbers can be given to calculate an actual GHG value.

Starting values: the input numbers that are in the BioGrace Excel tool when it is downloaded and
opened. These numbers were provided by the JEC consortium for the RED default values of the

Directive.

RED: Renewable Energy Directive, or Directive 2009/28/EC is the “Directive on the promotion and the

use of energy from renewable energy sources”.
GHG: Greenhouse gases, responsible for global warming.
LHV: Lower heating value.

LUC : Land Use Changes. This term refers to the GHG emissions linked with a change in the carbon
stock because of changes in the use of the land. An excel sheet called the LUC excel sheet provides

information on how assessing them.
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Project coordinator: John Neeft - Agentschap NL (Agency NL) (formerly SenterNovem)

info@biograce.net

www.biograce.net

INTELLIGENT
ENERGY
ELWNR &R E

FOR A SUSTAINABLE FUTURE

The sole responsibility for the content of this publication lies with the authors. It does not necessarily

reflect the opinion of the European Union. Neither the EACI nor the European Commission are

responsible for any use that may be made of the information contained therein.

40


http://www.biograce.net/
mailto:info@biograce.net

